
VT5000 Shotgun Microphone

Lightweight, short but big in performance.

The VT5000 is an extremely lightweight, short shotgun microphone that has been tailored to the tonal sound of 
our renowned VT500 Lavalier Series. Due to its tight directional pattern, ambient noise is greatly minimized from 
the sides and behind the microphone producing clear and smooth voice pickup. It is designed for a wide range of 
recording applications including video camera-mounting for broadcast, ENG, EFP, sports documentaries, video, 
film, or even for studio recordings.

At only 78g (2.75 oz) and with a length of 205mm (8.07“), the VT5000 is among the lightest and shortest shot-
gun microphones on the market. 

The Voice Technologies VT5000 includes a high-quality foam windscreen by Rycote.

Application area: 	 Video camera-mounting for broadcast, ENG, EFP, sports, documentaries, video, film, or 	
			   even for studio recordings
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Includes...

High Quality 
Foam

Windscreen
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Specifications:

Pickup Pattern:			   Shotgun
Generating Element:		  Back Electret Condenser
Polar pattern:			   Super Cardioid
Frequency Range:		  50Hz - 18kHz
Sensitivity:			   -30dB +/- 3dB (0dB = 1V/Pa 1 KHz)
S/N Ratio:			   60dB min. at 1 KHz (1Pa, „A“ weighted)
Max. Input SPL:			  110dB S.P.L. (at 1 KHz 1% T.H.D.)
Impedance:			   50 Ohm +/-30% bei 1 KHz
Power:		  		  48V Phantom Power (48V 2+/-4V)
Output Connector:		  XLR-M Type ‚Gold plated pin‘
Color:				    black
Dimensions:			   Ø 19mm x 205mm (8.07“) length 
Weight:			   78 g (2.75 oz)

Frequecy Response:

VT5000 Shotgun Microphone

Standard Accessories

WS5000
(by Rycote)


